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Cutters & Scrapers
Accessories

12mm Cutter Drive
Tapping Saddle Cutter Keys

Designed to operate the integral cutter in a 
Tapping Saddle. Works with all Tapping Saddles 
that have12mm hexagonal drives/cutters.

(PET)
Pipe Exposure Tool

Quickly and precisely remove the protective 
skin from high performance PE100 pipes 
before the electrofusion process takes place.
Works with pipes from 63mm to 630mm in 
diameter.

63-250
Rotary Scraper

Designed to quickly and precisely scrape 
the surface of PE or PP pipe before the 
electrofusion process takes place.
Works with pipes from 63mm to 250mm in 
diameter and some 315 couplers.
Automatic hand driven pipe scraper that 
clamps onto the pipe wall and rotates around 
it, peeling off a predefined thickness of plastic 
to give the correct surface preparation.

Hand Scraper

Quick and easy tool scrapes the surface of PE 
or PP pipe before the electrofusion process 
takes place. Works wiith all sizes of pipe but is 
most suited to small diameter service pipe.
Hardened steel blade for long life, and 
reversible blade with four scraping edges.

Operating Range 

Operating Type

Size

Weight

All Tapping Saddles 

with 12mm cutter drive

Manual

20cm x 1.2cm x 20cm 

20cm x 1.2cm x 100cm

0.5kg

Specification Details

Operating Range 

Operating Type

Size

Weight

Tool Materials

All sizes

Profuse Pipe

10cm x 8cm x 5cm

0.1kg

Steel, Plastic

Specification Details

Operating Range 

Operating Type

Size

Weight

63mm to 250mm

Rotarty, hand driven

41cm x 21cm x 15cm

5.8kg

Specification Details

Operating Range 

Operating Type

Size

Weight

All sizes

Manual

17cm x 6cm x 2cm

0.1kg

Specification Details


